
Product data sheet
Characteristics

PDL568CK
2-Way Lockable ON/OFF Common Keylock
Switch; 16A, 250V, White

Main
Range of product 500 Series
Product or component type Switch
Quantity per set Set of 5
Type of packing Carton
Colour tint White
Motor M-rating AS3133 M50

Complementary
Control type Key switch
Material PC (polycarbonate)
Installation direction Vertical
Surface finish Gloss
Width 118 mm
Height 74 mm
Rated current 16 A/16 AX
[Ue] rated operational voltage 250 V AC 50 Hz
Network number of phases 1 phase
Number of gangs 1 gang
Number of poles 1
Connections - terminals screw terminal
Clamping connection capacity 2 x 2.5 mm²
Marking ON-OFF
Device mounting Surface
Fixing center 84 mm

D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

 

22/11/2020

1



Environment
Ambient air temperature for operation -10…40 °C

Packing Units
Package 1 Weight 0.099 kg

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=84836002&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84836002&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84836002&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=84836002&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120506EN

